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VYSAVAC CC G

VACUUM CLEANER CCG

VYSAVAC CCG je urcen pro samoobsluzné vysavani interiér(i osobnich, ndkladnich automobild, autobust a jiné dopravni techniky.
Konstrukéni feSeni umoznuje jeho umisténi na volnych i krytych plochach u ¢erpacich stanic PHM, v dopravnich spole¢nostech,

u autoumyvaren, na parkovistich apod.

Zafizeni tvofi kompaktni skfif z nerez oceli, ktera je osazena mincovnim automatem, displejem, saci vyvévou s odlehcovaci klapkou
a flexibilnim uchycenim saci hadice, které umoznuje pfi vysavani pohodinou manipulaci se saci hubici.

VACUUM CLEANER CC G designed for self service of interiors for passenger cars, trucks, buses and other vehicles. Structural design
allows for positioning at indoor or outdoor areas of gas pump stations, indoor of transportation depots, at car wash stations, car

parks etc.

Equipment constructed of coin operated stainless steel box, control panel, vacuum pump with diverter flap, and flexible
attachment for the hose which enables easy operation of suction nozzle while vacuuming.

VYSAVAC CC G DUO je urcen pro samoobsluzné vysavani na dvou pracovnich mistech nezavisle.

VACUUM CLEANER CC G DUO designed for self service at two independent locations.

TECHNICKA DATA/TECHNICAL DATA
ROZMERY VYSAVACE,
TYP/ HMOTNOST VYSAVACE Exhxv)
TYPE /VACUUM CLEANER /VACUUM CLEANER NAPETOVA SOUSTAVA EL. PRIKON JMENOVITY PROUD
WEIGHT DIMENSIONS, (w x d x h) / VOLTAGE SCHEME / EL. INPUT / RATED CURRENT
400V - AC50 Hz 43 A
cca 125kg 660 x 570 x 1500 230V - AC 50 Hz 1,75 kW 10A
400V - AC50 Hz 2x43A
CcCGDbUO 180kg 640 x 1025 x 1500 230V - AC 50 Hz 2x1,75 kW 3% 10 A
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Sidlo:

Sebesta, spol. s r.o.
Ostrovského 253/3
150 00 Praha

Provoz:

Sebesta, spol. s r.o.
Svatoborska 591
697 01 Kyjov

tel: +420518612 307-8

tel: +420518613 286
fax. +420518612309

www.sebesta.cz
sebesta@sebesta.cz



