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BN ZASOBNI JIMKY ZJ

Slouzi k akumulaci vycCisténé vody.
TECHNICKE PARAMETRY

TYP ROZMERY (odxV) PRACOVNI OBJEM
ZJ 01 00,60 x 1,50 m 0,40 m°
ZJ 02 00,75x1,80m 0,75 m®
ZJ 03 00,95x 1,80 m 1,20 m°

Z COV pritéka voda do ZJ odkud je odebirdna tlakovou stanici nebo pfimo mycim zafizenim.
Zasobni jimka se umistuje vedle COV na rovnou podlahu.

B SORPCNI FILTRY SF

Slouzi jako posledni stupen &isténi vod. Naplh sorpéniho filtru tvofi aktivni uhli.

TECHNICKE PARAMETRY

TYP ROZMERY (odxv) HMOTNOST
SF 01 00,33x0,98m 30 kg
SF 02 00,50x1,20m 40 kg

Z COV piitéka voda do sorpéniho filtru a po docisténi odtéka do kanalizace. Sorpéni filtr se instaluje na rovnou podiahu

vedle COV.

B STORAGE TANKS ZJ .

Serve for accumulation of purified water.

TECHNICAL DATA

TYPE DIMENSIONS (odxh) WORKING VOLUME
ZJ 01 0 0,60x 1,50 m 0,40 m°
ZJ 02 00,756x1,80m 0,756 m’
ZJ 03 00,95x1,80m 1,20 m’

Water from REBEKA flows into storage tank ZJ, from where is taken by pressure station or washing equipment.
Storage tank is located on plane floor next to REBEKA.

B SORPTION FILTERS SF I —m

Serve as a final level of water treatment. Their filling is active coal.
TECHNICAL DATA

TYPE DIMENSIONS (odxh) WEIGHT
SF 01 0 0,33x 0,98 m 30 kg
SF 02 00,50 x 1,20 m 40 kg

Water from REBEKA flows into sorption filter from where it runs out to sewage after final treatment.
Sorption filter is installed on plane floor next to REBEKA.
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